
kk01 install  

HERE IS THE VIDEO LINK FOR a similar vessel sink, it will only show you the  

Plumbing configuration & faucet installation.  

https://www.youtube.com/watch?v=_IxwNgRPsdc 

 

Things you might need for the installation: 

vessel sink, drain hardware(included in your purchase), silicone caulk(home depot),  

plumber's putty(home depot). 

 

                       

It is important that the hole for the drain through the top of the counter is not too large. It needs 

to be just big enough to allow the drain's pipe through. The thin metal ring and a retaining nut 

https://www.youtube.com/watch?v=_IxwNgRPsdc


that screw onto the pipe from under the counter actually "clamp" the sink down. Apply a small 

bead of caulk to the bottom of the sink around the edge and carefully set it in place while 

keeping it centered over the hole. 

  

Wipe away any excess  If your drain came with a rubber upper gasket you'll want to use it. 

Otherwise, apply plumber's putty to the underside edge of the upper retaining ring (that which 

makes contact with the sink's inside surface where the drain penetrates through the bowl). 

  

Slip the lower fastening ring and nut onto the threaded end of the pipe. Hand-tighten and then 

use the pipe wrench to firmly secure the sink in place. 

step1- 

Place the mounting ring. A mounting ring is only necessary if you're installing an above-counter 

vessel sink. Recessed vessel sinks are supported directly by the countertop. Place the ring 

directly over the drain hole in the countertop, applying adhesive or plumber's putty as directed by 

the instructions that came with your vessel sink. 

  

step2 Lower the sink vessel. Rest the sink either on the mounting ring or into the recessed hole in 

your countertop. Align the vessel drain hole facing directly  

step 3:  Caulk the edges of the sink hole. From beneath the countertop, use silicone caulk to seal 

the seam between the vessel sink and the edges of the countertop hole. This will keep moisture 

from dripping down 

  

step 4. Separate the drain assembly. The drain assembly that came with your vessel sink may be 

completely assembled. Separate the drain body from the rest of the assembly. Since each vessel 

sink is different, check the manual that came with your sink to keep track of how the washers, 

nuts and O-rings fit on the assembly. You'll be reassembling it in Step 5. 

step 5. insert the drain body. Slide the drain body down into the sink's drain hole. If the vessel 

sink instructions require it, apply a bead of plumber's putty around the fitting and press it firmly 

into place. 

  

step 6 Reassemble the drain assembly. From underneath the vessel sink, reattach the rest of the 

washers and other assembly hardware to the drain body, protruding from the drain hole. Check 

the vessel sink instructions to be sure you assemble everything properly. 

Attach the P-trap. Depending on your vessel sink design, you may be using a custom P-trap and 

drain fittings. Otherwise, you can attach the drain assembly to the existing P-trap, hand-

tightening the connections. 



Turn on the water. Release the stop valves for the hot and cold water and test the sink faucet. 

. 

 

 

To make the vessel sink stable & not moving, please apply a small bead of caulk to the bottom of 

the sink around the edge and carefully set it in place while keeping it centered over the hole.  

Wipe away any excess. 

 

 HARDWARE LIST 

 

step1  position the stainless pedestal, find where you want to mount the pedestal 

step2.  Mount the pedestal to the floor 



 



 

step2 position the wall mount clip for the glass countertop 



 



 



 



 



 

step 3. Insert the clear glass counter inside the 2 wall mount clip, then use screws 

           to secure them. 

step 4, sit the sink on top of pedestal, using the mouning ring to secure the drain & glass 

sink.  please refer the drain & ptrap installation. 

step 5, set up the faucet 

 


