
DISABLING & ACTIVATING AIR BAG SYSTEM

 WARNING: Wait one minute after disabling air bag system before working on 

vehicle. Backup power supply holds a deployment charge for about one minute after 

negative battery cable is disconnected. Servicing air bag system before one minute may 

cause accidental air bag deployment and possible personal injury. 

 CAUTION: When battery is disconnected, vehicle computer and memory systems 

may lose memory data. Driveability problems may exist until computer systems have 

completed a relearn cycle. If driveability problems exist, see appropriate computer 

relearn service information. 

DISABLING & ACTIVATING AIR BAG SYSTEM > CROWN VICTORIA, GRAND 

MARQUIS & MARAUDER > DISABLING SYSTEM

1. Turn the ignition off. At the Central Junction Box (CJB), located on the left end of the 

instrument panel, open the kick panel cover and remove the Restraints Control Module 

(RCM) fuse F2.4 (10A) from the CJB.

2. Turn the ignition on and visually monitor the air bag indicator for at least 30 seconds. 

The air bag indicator will remain lit continuously (no flashing) if the correct RCM fuse 

has been removed. If the air bag indicator does not remain lit continuously, remove the 

correct RCM fuse before proceeding. Turn the ignition off.

3. Record preset radio frequencies for reprogramming (if equipped). Move and tilt seats to 

the highest and rearmost positions. Disconnect negative battery cable. Also disconnect 

any auxiliary batteries and power supplies (if equipped). Wait at least one minute for 

backup power supply to deplete stored energy.

4. Remove driver air bag module. See DRIVER AIR BAG MODULE . Connect appropriate 

air bag simulators to clockspring connectors at top of steering column (in place of air 

bag). See Figure. See AIR BAG SIMULATOR .

5. Remove passenger air bag module. See PASSENGER AIR BAG MODULE . Connect 

appropriate air bag simulators to passenger air bag vehicle harness connectors (in place 

of air bag). See AIR BAG SIMULATOR .

 CAUTION: On vehicles equipped with front seat side air bag modules and 

seat belt pretensioners, manufacturer recommends removing front seats from 

vehicle before performing any diagnostics or repairs to seat belt pretensioner 
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system. For diagnostics on systems other than seat belt pretensioners, seats 

may be left in vehicle as long as air bag simulator tool is installed in place of 

seat belt pretensioner harness. 

6. Disconnect passenger seat side air bag module electrical connector, located under front 

seat. Connect appropriate front seat side air bag simulator to vehicle harness side 

connector (in place of passenger seat side air bag module). See AIR BAG 

SIMULATOR . Repeat for driver front seat side air bag module.

7. Install the RCM fuse F2.4 (10A) to the CJB. Connect negative battery cable.

DISABLING & ACTIVATING AIR BAG SYSTEM > CROWN VICTORIA, GRAND 

MARQUIS & MARAUDER > ACTIVATING SYSTEM

1. Remove the RCM fuse F2.4 (10A) from the CJB. Disconnect negative battery cable. 

Wait at least one minute for backup power supply to deplete stored energy. Remove 

simulators from front seat side air bag modules and reconnect front seat side air bag 

modules.

2. Remove air bag simulator from passenger air bag vehicle harness connector. Connect 

module to vehicle harness. Install passenger air bag module. See PASSENGER AIR 

BAG MODULE .

3. Remove air bag simulator from clockspring connector. Install driver air bag module. See 

DRIVER AIR BAG MODULE .

 WARNING: Be sure that nobody is in the vehicle and that there is nothing 

blocking or set in front of any air bag module when the battery ground cable is 

connected. 

4. Make sure all restraint system diagnostic tool(s) that may have been installed during the 

repair have been removed from the vehicle and all SRS components are connected. 

Turn the ignition switch from off to on. Install the RCM fuse F2.4 (10A) to the CJB and 

install the cover. Reconnect negative battery cable. Recheck system operation. See 

SYSTEM OPERATION CHECK . Reprogram preset radio frequencies and set clock.
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