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2016 Jeep Truck Patriot 4WD L4-2.4L
Vehicle > Body and Frame > Seats > Seat Back > Service and Repair > Removal and Replacement

SEAT BACK - REMOVAL (FRONT)

REMOVAL

Driver Seat
1. Before proceeding with the following repair procedure, review all

warnings and cautions. (Refer to 23 - Body/Seats - Warning)
2. Remove the seat cushion 

.
(Refer to 23 - Body/Seats/COVER, Seat

Cushion - Removal) 
3. Remove both of the inner side shields (2).

4. Remove the lift lever trim cap (2).

5. Remove the screws (2) and remove the lift lever (1).
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6. Separate the clip (2).

7. Remove the recliner handle (1).

8. Remove the screws (2) attaching the inboard and outboard side shields (1) to the seat .frame
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9. Separate the clip fasteners (2) and remove the side shields from the
seat cushion frame tabs (1).

WARNING:Discard and replace the  bolts (1) with new bolts
when servicing. Installing used bolts may result in the
loosening of the seat back bolts after repair. Failure to
follow these instructions may result in serious or fatal
injury.

seat back

10. Remove and discard the bolts (1) and remove the seat back assembly
(2).

Passenger Seat
1. Before proceeding with the following repair procedure, review all warnings and cautions. (Refer to 23 - Body/Seats -

Warning)
2. Remove the seat cushion .(Refer to 23 - Body/Seats/COVER, Seat Cushion - Removal) 
3. Fold the seat back (1) into the down position.
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4. Remove both of the inner side shields (1).

5. Release the cable housing (2) from the seat back frame and
disconnect the recliner cable ends (4).

6. Remove the screw (5) and remove the recliner shields (1).
7. Remove the screw (3) attaching the inboard and outboard side shields

to the seat frame.

8. Separate the clip fasteners (2) and remove the side shields from the seat cushion frame tabs (1).
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WARNING:Discard and replace the seat back bolts (2) with new bolts
when servicing. Installing used bolts may result in the
loosening of the seat back bolts after repair. Failure to
follow these instructions may result in serious or fatal
injury.

9. Remove and discard the bolts (2) and remove the seat back assembly
(1).


