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2000 Lincoln Town Car V8-4.6L VIN W
Vehicle > Engine, Cooling and Exhaust > Engine > Cylinder Head Assembly > Valve Cover > Service and Repair > Procedures

RH

 
 

 

 

Removal
 1. Raise and support the vehicle. 

 2. Disconnect the crankshaft position (CKP) sensor electrical connector.
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 3. Disconnect the A/C compressor electrical connector.
 4. Lower the vehicle.
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 5. Disconnect the A/C cycling switch connector.
 6. Disconnect the fuel lines. 

 7. Disconnect the ignition coils electrical connectors.
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 8. Disconnect the fuel injector electrical connectors.
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 9. Remove the positive crankcase ventilation (PCV) tube and position out of the way.

10. Disconnect the electrical connector.
11. Remove the evaporative emission (EVAP) canister purge valve. 
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12. Reposition the hold-down clamp and remove the hose from the bypass tube.
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13. Note: The valve cover harness retaining studs positions 2 and 3 retain the fuel charging wiring.

    Disconnect the harness from the valve cover and position out of the way.

14. Remove the studs, the bolts and the valve cover.

Installation
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 1. To install, reverse the removal procedure.
    ^  Apply sealant in the locations shown; use Silicone Gasket and Sealant F7AZ-19554-EA or equivalent meeting Ford specification WSE-M4G323-A4.
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 2. Tighten in the sequence shown.

Valve Cover-LH
Removal
 1. Raise and support the vehicle. 

 2. Disconnect the oil pressure sensor electrical connector.
 3. Lower the vehicle.
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 4. Disconnect the cylinder head temperature (CHT) sensor jumper wire connector.
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 5. Remove the bolt and the two studs and position the bracket out of the way.

 6. Disconnect the camshaft position (CMP) sensor electrical connector.



1/15/2018 RH (Valve Cover) - ALLDATA

https://my.alldata.com/repair/#/repair/article/34530/component/69/itype/376/nonstandard/1038763 12/15

 

 
 

 

 7. Disconnect the fuel charging wiring electrical connectors from the coils and the fuel injectors.
 8. Remove the wiper and cowl. 
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 9. Disconnect the:
    ^  42-pin connector.
    ^  16-pin connector.
    ^  transmission electrical connector.

10. Remove the six bolts and five studs and remove the valve cover.

Installation



1/15/2018 RH (Valve Cover) - ALLDATA

https://my.alldata.com/repair/#/repair/article/34530/component/69/itype/376/nonstandard/1038763 14/15

 

 

 
 

 1. To install, reverse the removal procedure.
    ^  Apply sealant in the locations shown; use Silicone Gasket and Sealant F7AZ-19554-EA or equivalent meeting Ford specification WSE-M4G323-A4.
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