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FREIGHTLINER 

 

FAULT CODE: 

SA: 83  

SPN: 624 

FMI: 14 

  
 

 
WARNING LAMP CIRCUIT CONFIGURATION  

OVERVIEW 

Connect to the J1939 databus using the diagnostic tool to monitor 

for RollTek fault codes. The Roll-Tek/AB10 system communicates 

over the J1939 data bus and is assigned the source address     

83 (0x53). 

The RollTek system is powered by circuit 81C from SAM Cab 

connector X3, pin 6. The circuit is connected through relay R8 

and fused through the 5-amp fuse F26. 

The operational readiness of the RollTek system is indicated by 

the supplemental restraint system (SRS) indicator on the dash. 

The SRS indicator comes on for approximately 10 seconds when 

the engine is started and then goes off. The indicator will remain 

on if there is a problem with the air bag or RollTek system. 

Service is required if the SRS indicator does not come on when 

the ignition is turned ON, or if the SRS indicator remains on. 

Before performing any service on the RollTek system, 

deactivate the system by turning off the ignition and battery 

switch. Do NOT service a live RollTek system. Accidental 

deployment could cause serious injury and property 

damage. 

Prior to performing any service work on the RollTek Rollover 

Protection System, it is necessary to determine the nature and 

exact cause of the problem, using the applicable diagnostic 

procedure. 

1. Determine the appropriate service procedure based on the 

information provided by the active fault code(s). 

2. Complete the service procedure (detailed in the 

troubleshooting section below), then clear fault codes following 

specific fault clearing instructions, if identified in the procedure. 

3. Turn the ignition OFF. After 5 seconds, turn it back ON, and 

verify that no RollTek faults are active. 
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TROUBLESHOOTING STEPS 

 

CONNECTOR/PIN 

A - E 

 

Troubleshoot for a wiring fault on circuit 454L between the RollTek module and the ICU.  

 

This fault can also be set if the lamp in the ICU has been replaced with one that does not draw the amperage 

that the RollTek module expects.  

 

FMI 14, Warning Lamp Circuit Configuration, may also occur if the incorrect SRS sensor is installed under the 

driver’s seat.  

− Check OEM module 725 for the correct SRS sensor part number and compare it to the part number of 

the sensor actually installed on the vehicle.  

− If the SRS sensor on the vehicle is incorrect, replace it with the correct sensor. 

 


