Manual Procedures
MANUAL PROCEDURES
Closing the Convertible Top Manually

Lesson 3 – Convertible Top
From inside the luggage compartment, remove the vent
screen to access the convertible top operating pump and
the tonneau release cable.

If necessary, the convertible top can be closed manually
using the following procedure:
Remove the rear seat center section, as shown: grasp
the sides of the section and pull sharply. Remove the
Allen key from its stowed position.
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Insert the Allen key into the pump and turn
counter-clockwise (approximately one turn) to release
the hydraulic pressure in the system.
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Lesson 3 – Convertible Top

Pull the tonneau release cable until fully extended. Close
the luggage compartment lid.

Manual Procedures

From the left-hand side of the vehicle, place your right
hand down the side of the folded convertible top. Ensure
that the bottom of the convertible top, which includes
the tension bow, is securely held. Securely hold the
convertible top header assembly with your left hand.
With both hands pull the whole of the convertible top
up and forward.
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Fully open the tonneau panel; it will self-support when
fully opened.
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Ensure that the tension bow is fully raised.
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Manual Procedures
Supporting the tension bow, lower the tonneau panel
(1). Then lower the tension bow (2) onto the tonneau
panel.
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Lesson 3 – Convertible Top
Support the front header. Insert the Allen key into the
header panel key slot and wind clockwise until the top
is securely latched and resistance is felt.
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Remove the plug from the convertible top header trim.

Return the Allen key to its stowed position. Refit the
rear seat center section, the luggage compartment vent
screen and the convertible top header trim plug.
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Lesson 3 – Convertible Top
Opening the Convertible Top Manually
The following procedure should only be used to reset
the system.
1. From inside the luggage compartment, remove the
vent screen to access the convertible top operating
pump and the tonneau release cable.
2. Insert the Allen key into the pump and turn
counter-clockwise (approximately one turn) to
release the hydraulic pressure in the system.
3. Pull the tonneau cover manual release cable.
4. Remove the access cover from the header trim to
gain access to the convertible top motor.
5. Insert the Allen key into the motor and wind
counter-clockwise to release the latches. When the
latches are disengaged from the header, lift the front
of the convertible top up and free of the header and
continue winding the motor just until resistance is
felt. This ensures that the latches have reached their
final position. Continuing to wind the motor beyond
this point may break the drive cable within the
convertible top.

Manual Procedures
Convertible Top Compartment Lid
Latch, Over-Center Bracket Setting
Procedure
1. Set hydraulic pump to manual override.
2. Set ignition status to OFF.
3. Open the convertible top compartment lid to access
the top fixing nut of the latch bracket on the right
hand wheelhouse and slacken the nut.
4. Slacken the two lower fixing nuts of the latch bracket
on the right hand wheel house (these can be accessed
through the luggage compartment).
5. Position the mechanism to the fully over-center
position, then push the bracket forward until the
cylinder is at its shortest length, then release.
6. Tighten the two lower fixing nuts to 9Nm, open the
convertible top compartment lid and tighten the top
fixing nut to 9Nm.

6. The convertible top can now be stowed: lift the front
of the top fully up, then lift the rear of the top (glass
area) fully up. Open the tonneau panel and carefully
lower the top into the stowage area while supporting
the rear of the top (do not allow the top to drop into
the stowage area).
7. Lower the tonneau panel on top of the stowed top;
the tonneau does not need to be latched.
8. In the trunk, turn the Allen key clockwise
(approximately one turn) in the manual pump release
just until resistance is felt. Do not over-tighten.
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