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TRANSFER CASE

TRANSFER CASE DRAINING AND FILLING (G92497)

GENERAL PROCEDURES

SPECIAL TOOL(S)

205-053

Flange holding tool

204-068A

Flange remover/installer

204-266

Flange remover/installer boss

204-295

Flange remover/installer



308-375

Seal extractor

100-012

Slide hammer

100-012-01

Slide hammer adapter

WARNING:

Do not work on or under a vehicle supported only by a jack. Always support the vehicle on safety stands.

Raise and support the vehicle.

1.

2.

NOTE:

Mark the position of the driveshaft in relation to the drive pinion flange.



Remove two opposing driveshaft universal joint retaining bolts.

Loosen the remaining driveshaft universal joint retaining bolts.

3.

Detach the engine roll restrictor.

4.

Remove the engine roll restrictor retaining bolt.

Detach the driveshaft from drive pinion flange.

5.

Using suitable tie straps, secure the outer casing of the driveshaft universal joint.

6.

CAUTION:
7.



Make sure that the driveshaft does not hang on the center universal joint. Failure to follow this instruction may result in damage to the 

driveshaft.

Using suitable tie straps, secure the driveshaft to the subframe.

Mark the position of the retaining nut in relation to the companion flange and the companion flange in relation to the output shaft.

8.

Install the special tool to the companion flange.

9.

Remove the companion flange retaining nut.

10.

NOTES:

Make a note of the complete number of turns required to remove the companion flange retaining nut.

Make a note of the number of degrees past the last complete rotation required to remove the companion flange retaining nut.

11.



Install the special tool to the output shaft.

Install special tool 204-266 to special tool 204-068A.

12.

Install the special tool to the companion flange.

13.

Install the six retaining bolts.

Remove the companion flange.

14.

Rotate the special tool counter-clockwise.

15.



Using the special tools remove the pinion oil seal.

Allow the oil to fully drain into a suitable container.

16.

NOTE:

Make sure the vehicle is completely level when draining the transfer case.

Using the special tool 204-264 fully seat the new oil seal.

17.

Install the companion flange to the output shaft.

18.

Lubricate the companion flange splines with SAE 75W140 lubricant.

Install the companion flange making sure that the flange and output shaft marks are aligned.

Install special tool 204-295 to the companion flange.

Install special tool 204-266.

Using the special tools install the companion flange to the output shaft by 10mm.

Remove the special tools.19.

Using a suitable solvent/cleaner, remove all traces of oil from the transfer case rear output flange and exposed threads of the output shaft.20.

21.



Apply sealant (C2S 12099) to the area of transfer case rear output flange where securing nut seats.

Install the special tool to the companion flange.

22.

Apply sealant (C2S 12099) to the mating face of the transfer case rear output flange securing nut.

23.

Install the companion flange securing nut.

24.

Start the nut at the noted number of degrees before the start of the first full rotation.

Tighten to the noted full number of rotations.

Make sure that the original marks between the companion flange, securing nut and output shaft are aligned.

CAUTION:

Make sure that the driveshaft does not hang on the center universal joint. Failure to follow this instruction may result in damage to the 

driveshaft.

25.



Cut and remove the tie straps securing the outer casing of the driveshaft universal joint.

Cut and remove the tie straps securing the outer casing of the driveshaft universal joint.

26.

Connect the driveshaft to the transfer case.

27.

Attach the driveshaft universal joint.

28.

Attach the driveshaft universal joint.1.

Install new driveshaft retaining bolts.2.

Tighten to 44 Nm.

Attach the engine roll restrictor.

29.



Tighten to 80 Nm.

WARNING:

Do not work on or under a vehicle supported only by a jack. Always support the vehicle on safety stands.

Raise and support the left hand side of the vehicle.

30.

NOTE:

The lower lip of the sill must be 540mm from the floor.

Remove the vehicle from the lift.

Raise the vehicle using two jacks.

Fill the transfer case with 400ml of oil.

31.

Tighten the filler plug to 20Nm.


