Center Upper Dashboard Panel Removal/Installation

Special Tools Required
KTC trim tool set SQJATP2014 *
* Available through the American Honda Tool and Equipment Program

NOTE:
- Put on gloves to protect your hands.
- Use the appropriate tool from the KTC trim tool set to avoid damage when prying components.
- Take care not to scratch the dashboard and related parts.

1. Remove the center upper dashboard panel (A).
   1. Apply protective tapes (B) on the dashboard panel next to the center upper dashboard panel. Pry the middle edge of the panel up with a flat-tip screwdriver (C) wrapped with protective tape.
   2. While carefully lifting the panel with a flat-tip screwdriver, insert the trim tool (D) into the gap between the dashboard and the panel. Use the trim tool to gently pry the panel up partially to release the hooks (E) and clips (F), then pull the panel up to release the clips (G).

2. Install the panel in the reverse order of removal, and note these items:
   - Check if the clips are damaged or stress-whitened, and if necessary, replace them with new ones.
   - Push the clips and hooks into place securely.
Passenger's Vent Panel Removal/Installation

Special Tools Required
KTC trim tool set SQJATP2014 *
* Available through the American Honda Tool and Equipment Program

NOTE:
- Put on gloves to protect your hands.
- Use the appropriate tool from the KTC trim tool set to avoid damage when prying components.
- Take care not to scratch the dashboard and related parts.

1. Open the passenger's tray lid.
2. Remove the passenger's vent panel (A).
   1. From the tray lid opening, pull the left side edge of the panel out by hand.
   2. Pry the front bottom of the panel slightly you to detach the lower clips.

3. Pull the lower portion of the passenger's vent panel (A) partially out by hand. Detach the upper clips by pulling the middle and upper portions of the panel toward you.
4. If necessary, remove the screws, then remove the passenger's vent (A) from the passenger's vent panel (B).

5. Install the panel in the reverse order of removal, and note these items:
   - Check if the clips are damaged or stress-whitened, and if necessary, replace them with new ones.
   - Push the clips into place securely.
Front Passenger's Airbag Replacement

REMOVAL

1. Disconnect the negative cable from the battery, then wait for 3 minutes before starting work.
2. Remove the passenger's vent panel.
3. Remove the dashboard center upper panel.
4. Remove the access panel.
5. Detach the hook of the glove box damper and release the glove box stop on each side from the dashboard by pushing them inside, then disconnect the front passenger's airbag 4P connector (A) from the dashboard wire harness.

6. Remove the three mounting nuts (A) from the bracket. Using only your hands, first lift the front edge of the airbag, then lift the left side, then lift the right side, and remove the front passenger's airbag (B) from the dashboard.

NOTE: The airbag lid has pawls (C) on each side which attach it to the dashboard.
INSTALLATION

1. Place the new front passenger's airbag (A) into the dashboard. Tighten the front passenger's airbag mounting nuts (B).
2. Connect the front passenger's airbag 4P connector (A) to dashboard wire harness, then reinstall the glove box.

3. Install the access panel.
4. Install the dashboard center upper panel.
5. Install the passenger's vent panel.
6. Reconnect the negative cable to the battery.
7. After installing the airbag, confirm proper system operation: Turn the ignition switch to ON (II); the SRS indicator should come on for about **6 seconds** and then go off.

© 2017 ALLDATA, LLC. All Rights Reserved. (Version 2.0.13830)