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Case Number: S1814000002

Release Date: 02/14/2018

Symptom/Vehicle Issue: The customer complaint may include engine stumbles
/stalls upon start-up after filling the fuel tank. There may be accompanying faults of
P0452 (EVAP Pressure Sensor/Switch Low) and/or P1DDD (TCM Monitoring
Performance) DTC’s set because of the condition.

Diagnosis:
1. Using a Scan Tool (wiTECH) and appropriate Diagnostic Procedures available in

TechCONNECT, verify all other engine and transmission systems are functioning
properly. If DTC's other than the ones listed above are present, run a scan report
and repair as necessary before proceeding further with this bulletin.

2. Examine evaporative system for presence of liquid fuel in system lines and/or
components:

Examine for presence of
liquid fuel:

3: ESIM
4: Evaporative Charcoal Canister
5: Canister Tube
6: Purge Tube
7: Purge Solenoid
8: Manifold Hose
14: Fuel Pump Module / Flange
(canister port)
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3. If liquid fuel is identified anywhere in the evaporative system, continue with the
Repair Procedure.

4. If liquid fuel is not immediately apparent in the evaporative system:

a. Fill vehicle with fuel.

b. Remove hose from fuel pump module canister line port.

c. If liquid fuel is present in the canister line port or hose, continue with Repair
Procedure.

d. If liquid fuel is not present in the canister line port or hose, continue with
normal diagnosis for customer complaint and/or related DTC’s (do not
follow the repair procedure described below, without evidence of a fuel
pump module malfunction).

Canister Line Port
(Note: diagram is not typical for all
applications)
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Repair Procedure: If liquid fuel is found in the evaporative system or if it has been
confirmed that liquid fuel is escaping from the fuel pump module fuel shutoff valve
(canister line port) after a fuel fill, continue with the following procedure:

1. Remove/clean liquid fuel from purge systems components and hoses.
2. Remove and replace fuel pump module and evaporative charcoal canister.
3. Clear any stored DTC’s related to condition, and verify repair.

*Note: The root cause of liquid fuel in the EVAP system is currently being
investigated/verified by FCA. There is evidence that a fuel shutoff valve issue
can be the cause and takes some time to manifest. There is a high probability
that replacing the fuel pump module may remedy the condition. A long term
solution is in process.


